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Threading



TPM
HF: micrograin carbide

PVD: physical vapour deposition HF
PVD
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THREADING
· 3 cutting edges threading insert
· Precision moulding technology for very good
 cutting edge accuracy
· Specifi c chipbreaker design for optimal 
 chip control
· Extreme wear resistance at stable 
 machining

Stable machining, 
light cut  1

st choice  suitable

General machining,
medium cut  1

st choice  suitable

Unstable machining, 
heavy cut  1

st choice  suitable

Dimensions ISO Vc(m/min) - suggested cutting speed range (bold: 1st choice)
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METRIC 60°

16ER100ISO-TPM 1.00 0.14 9.525 3.65 4.0 h

16ER125ISO-TPM 1.25 0.18 9.525 3.65 4.0 h

16ER150ISO-TPM 1.50 0.22 9.525 3.65 4.0 h

16ER175ISO-TPM 1.75 0.25 9.525 3.65 4.0 h

16ER200ISO-TPM 2.00 0.29 9.525 3.65 4.0 h

16ER250ISO-TPM 2.50 0.36 9.525 3.65 4.0 h

16ER300ISO-TPM 3.00 0.43 9.525 3.65 4.0 h

W 

WHITWORTH 55°

16ER14W-TPM 14 0.24 9.525 3.65 4.0 h

16ER11W-TPM 11 0.30 9.525 3.65 4.0 h
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METRIC 60°

16IR100ISO-TPM 1.00 0.07 9.525 3.65 4.0 h

16IR125ISO-TPM 1.25 0.09 9.525 3.65 4.0 h

16IR150ISO-TPM 1.50 0.11 9.525 3.65 4.0 h

16IR175ISO-TPM 1.75 0.13 9.525 3.65 4.0 h

16IR200ISO-TPM 2.00 0.15 9.525 3.65 4.0 h

16IR250ISO-TPM 2.50 0.18 9.525 3.65 4.0 h

16IR300ISO-TPM 3.00 0.22 9.525 3.65 4.0 h

W 

WHITWORTH 55°

16IR14W-TPM 14 0.24 9.525 3.65 4.0 h

16IR11W-TPM 11 0.30 9.525 3.65 4.0 h

h stock standard
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M

TP 1.00 No. of passes 5÷8
TP 1.25 No. of passes 6÷9
TP 1.50 No. of passes 6÷9
TP 1.75 No. of passes 8÷11
TP 2.00 No. of passes 8÷11
TP 2.50 No. of passes 10÷13
TP 3.00 No. of passes 12÷15

W

TP 14 No. of passes 8÷11
TP 11 No. of passes 9÷12
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