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Turning ISO M - Roughing

LARGE INSERTS AVAILABLE
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HC: coated carbid
HF m\crcoogar;n E;b:di HC | HF
CVD: chemical vapour deposition | CVD | PVD
PVD: physical vapour deposition
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- Reliable operation on ISO M roughing Sl ma‘fg“‘hQ'ggt @ - croice ) suitavle
- Wide groove design to support big i
Cunlng depth Geﬂefa|mrf;€(ij(i)3r\rf:fggt, ‘ 1% choice @ suitable . ‘
- Cutting edge with a perfect balancing Unstable machiind, g 14 choice -3 sutatle | 3 | 3B
between sharpness and strength Dimensions \ISO Vc(m/min) - suggested cutting speed range (bold: 15t choice)
- Available in combination with high wear
resistance CVD coated grade and with tough RE
s
micrograin carbide with PVD coating m M 120 80
- Large size inserts available ~ THICKNESS 240J200
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@ INSCRIBED
HOLE CIRCLE
Designation RE IC S D1 Stock
CNME CNMGI20406-NRM | 08 1270 476 | 516 o o
CNMG120412-NRM 1.2 | 1270 | 476 | 516 [ BN}
CNMG160612-NRM 1.2 | 1587 6.35 | 6.35 [ N J
CNMG190612-NRM 1.2 11905 635 | 794 [ ]
CNMG190616-NRM 1.6 | 19.05] 635 | 7.94 [ ]
DNME DNMGIS0B08-NRM | 0.8 | 1270 635 516 °
DNMG150612-NRM 1.2 | 1270 6.35 | 5.16 [ )
| MG SNMGI20408-NRM | 08 | 1270 476 | 5.6 °
=
§ SNMG120412-NRM = 1.2 | 1270 4.76 | 5.16 [ ]
[=]
= SNMG190612-NRM |~ 1.2 | 19.05 6.35 | 7.94 [ ]
SNMG190616-NRM = 1.6 | 19.05 6.35 | 7.94 [ ]
THMG TNMGI60408-NRM | 08 955 476 | 381 °
TNMG160412-NRM |~ 1.2 | 9.525| 4.76 | 3.81 [ )
WNMG WNMGOSDA08-NRM | 0.8 1270 476 | 516 o o
WNMG080412-NRM = 1.2 | 12,70 4.76 | 5.16 [ N J
@ stock standard
NRM (CNMG12, DNMG15, SNMG12, WhMGos) — NIRMI (CNMG6) NRM (CNMG19, SNIG19)
a 2.00 3.50 5.00 a 3.005.50 8.00 a 5.007.50 10.00
¢,SORMA os | 12 ¢ﬁ\ iz [0
DIAMOND & CUTTING TOOLS f 0.200.35 0.50 f 0.30 0.45 0.60 f 0.400.550.70
. a 2.003.50 5.00 a 5.007.5010.00
Via Don F. Tosatto, 8 RE12 2 RET6 2
f 0.250.40 0.55 f 0.450.600.75

30174 Mestre - Venezia
+39 041.959179
info@nikkotools.com
SNKNPI2107

a depth of cut (mm)
f : feed rate (mm/rev)

www.hikkotools.com




