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New Product Information

Circlip grooving



NCG
HF: micrograin carbide

PVD: physical vapour deposition HF
PVD
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gROOVING
· 3 cutting edges circlip grooving inserts 
 (DIN471 and DIN472 norm)
· Precision ground PVD micrograin carbide
· They can be fi tted on a standard threading 
 tool holder
· CW tolerance: 0/+0.02
· Specifi c rake angle for ER (16°) 
 and IR (21°) type 
· ER for external right holder 
 (usable on internal left)
· IR for internal right holder 
 (usable on external left) 
· Packaging: 2 pieces/box

Stable machining, 
light cut  1

st choice  suitable

General machining,
medium cut  1

st choice  suitable

Unstable machining, 
heavy cut  1

st choice  suitable

Dimensions ISO Vc(m/min) - suggested cutting speed range (bold: 1st choice)
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Designation CW CDX RE IC D1 Stock
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ER  
NCG16ER 110-010 1.10 1.30 0.1 9.525 4.0 h

NCG16ER 130-010 1.30 1.60 0.1 9.525 4.0 h

NCG16ER 160-010 1.60 1.85 0.1 9.525 4.0 h

NCG16ER 185-010 1.85 1.85 0.1 9.525 4.0 h

NCG16ER 215-010 2.15 1.85 0.1 9.525 4.0 h
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NCG16IR 110-010 1.10 1.30 0.1 9.525 4.0 h

NCG16IR 130-010 1.30 1.60 0.1 9.525 4.0 h

NCG16IR 160-010 1.60 1.85 0.1 9.525 4.0 h

NCG16IR 185-010 1.85 1.85 0.1 9.525 4.0 h

NCG16IR 215-010 2.15 1.85 0.1 9.525 4.0 h

h stock standard
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NCG EXTERNAL

1.10 ÷ 2.15 fn 0.04 0.07 0.10

NCG INTERNAL

1.10 ÷ 2.15 fn 0.04 0.06 0.08

$NKNPI2101

fn: feed rate (mm/rev)


