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New Product Information

Turning universal



NUX
HC: coated carbide

CVD: chemical vapour deposition HC
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TURNING
· Universal chipbreaker for negative inserts
· Medium cutting application range
· Combined with CVD grades for 
 ISO P, M and K
· Variable land design for high reliability
· Special frontal projections for improving 
 chip control

Stable machining, 
light cut  1

st choice  suitable

General machining,
medium cut  1

st choice  suitable

Unstable machining, 
heavy cut  1

st choice  suitable

Dimensions ISO Vc(m/min) - suggested cutting speed range (bold: 1st choice)
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Designation RE IC S D1 Stock

M
E

D
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CNMG  
CNMG120404-NUX 0.4 12.70 4.76 5.16 h h h h h h

CNMG120408-NUX 0.8 12.70 4.76 5.16 h h h h h h

CNMG120412-NUX 1.2 12.70 4.76 5.16 h h h h h h

DNMG 
DNMG150604-NUX 0.4 12.70 6.35 5.16 h h h h h h

DNMG150608-NUX 0.8 12.70 6.35 5.16 h h h h h h

DNMG150612-NUX 1.2 12.70 6.35 5.16 h h h h h h

TNMG
TNMG160404-NUX 0.4 9.525 4.76 3.81 h h h h h h

TNMG160408-NUX 0.8 9.525 4.76 3.81 h h h h h h

TNMG160412-NUX 1.2 9.525 4.76 3.81 h h h h h h

WNMG
WNMG080404-NUX 0.4 12.70 4.76 5.16 h h h h h h

WNMG080408-NUX 0.8 12.70 4.76 5.16 h h h h h h

WNMG080412-NUX 1.2 12.70 4.76 5.16 h h h h h h

h stock standard
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RE 0.4
ap 1.00 2.50 4.00

fn 0.10 0.20 0.30

RE 0.8
ap 1.00 2.50 4.00

fn 0.15 0.25 0.35

RE 1.2
ap 1.00 2.50 4.00

fn 0.18 0.30 0.42

ap: depth of cut (mm)
fn: feed rate (mm/rev)
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